
Materials:  
ƴ  6 - 2x3 8ô studs cut to the 

following lengths: 4  - 36ò, 4 -  
33ò, 2  - 31 7/8ò, 4  - 30 7/8ò 

ƴ  1 roll 1ò chicken wire, 36ò high 
by 25ô long 

ƴ  2 Hinges 

ƴ  Latch 

ƴ  Box 2ò screws 

ƴ  Dozen 1ò screws 

ƴ  Stain/Paint (optional) 
 

Tools:  
ƴ  Screwdriver 

ƴ  Saw 

ƴ  Tape measure 

ƴ  Heavy duty stapler with staples 

ƴ  Pocket hole jig 
 

Instructions : 
ƴ  Sides:  Cut and assemble the 

two sides with 2 - 36ò 2x3ôs for 
each top and bottom, and 2 - 33ò 
2x3ôs for the sides.  Screw 
together with the wider side of 
board facing up. 

ƴ  Back:  Join together with 2 -    
30 7/8ò 2x3ôs at top and bottom 
to create back side, using the 
pocket hole jig to join the 
boards, again with the wider 
side of board facing up. 

ƴ  Front Door:  Create the front 
door with 2 - 31 7/8ò 2x3ôs for 
the top and bottom and 2 -       
20 7/8ò 2x3ôs set on edge with 
the wide side of board facing 
you, using the pocket hole jig to 
join the boards.  Attach to the 

Wood and Wire Bin ð 36ò 
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